Uniform Mitigation Verification Inspection Form
Mainiain a copy of this form and any documentation provided wifh the insurancemlicy”

Inspection Date: jilel-28

Owner Information

OwnerName: WOATEAREND at JowmaTHAn's L AuNinG | Contact Person:
Address: fTjLG LWIATERACWD DR, ‘ Home Phone:
G: Jupitee . BL Zipr RR/IYAEL ] ‘Woxk Phone:
County: PALpA B EALE Buiding © . 8 japibs | CciPhone
Tnsurante Company: ool Policy &

Year of Home:. i q % z_ . —| # of Stories: ‘T‘ o Email:

NOTE: :Anydocumentaiion used in validating the compliance or exisience of each construction or mitigationibatemast
aceompany this form. At least one photograph must accompany this form to validate each attribute markedipestions 3
though 7. ‘The insurermay ask additional guestions regarding the mitigated feature(s) veriiied on this form

1. Building Codé: Was the structore built in compliance with the Florida Building Code (FBC 2001 or Jater) OR ko es located in
_the FIVHZ (Miami-Dade or Broward counties), South Florida Building Code (SFBC-54)?

A. Built i compliance with the FBC: Year Buflt_{ QP £. For homes built in 2002/2008 provide a pemiypicalion with
a date after 3/1/2002: Building Permit Application Pate pmmonrryy) I .,

0 B. Forthe HVHZ Only: Buiit in compliance with the SFBC=94: Year Built . For homes builtdin 19595, and 1556
provide a permit application with a date after 9/1/1994: Building Permit Application Date eamprryyy_ { |
O C.Unknown of does not meet the reguirements of Answer “A” or “B”

2. Roof Covering: Select all roof covering types in vse. Provide the permit application date OR. FRC/MDC Produlipproval number
OR_"Year of Original Instdliation/Replacement OR indicate that no information was available to verify compliamiir eachronf

covering identified.
tibloraraniion
Permit Application FHCorMpe “Year of Qriplnal Instaliation or Tl for
2,1 Roof Coverlng Types Dale PFeoduct Applovalll Replacamnt [tplTant:
-y
Y, 1. pspretuFibesgluss Shingls o .6, 20 2020 —
1 2. caneriefley Tile I . ! B3
(ERECE i 4 =
1 4 minup 1 Cid
I3 s.4enbrne Y S A B |
[ 6.omes T =

A. All Toof coverings Hsted above meet the FBC with 2 FBC or Miami-Dade Produck Approval listing comii t¥Ene of
installation. OR have a roofing pennit application date on or after 3/1/02 OR the roof’is original and brilt it or lter.

B. All roof coverings have.a Miami-Dade Product Approval listing current at fime of installation OR. (forbiVETIZ only) a
yoofing permit application after 9/1/1994 and before 3/1/2002 OR thexoof s origingl and builtin 1997 orli,

C. One or more roof coverings do not meet the requirements of Answer “A™ or “B”.
D. No roof coverings meet the requirements of Answer “A” or “B”.

oo o O

3. Roof Delt Aftachoment: What is the wealkest form of roof deck attachment? '

O A.Plywood/Oriented sirand board (OSB) roof sheathing attached fo the roof trossfrafier (spaced a maximmf2<F inches 0.c,)
by staples or 63 nails spaced at 67 along the edge and 127 In the field. ~-OR-~ Batten decking supporiing i skazkes or wood
shingles. ~-OR- Any system of screws, nails, adhesives, other deck fastening systein or {russ/rafier spacinghias anegnivalent
mean nplift less than that required for Options B or Cbelow.

{1 B. Plywood/OSB roof sheathing with a minimum thickness of 7/16”inch attached to the rooltrussirafter {ped = maximum of
24”inches o.¢.) by &d common nails spaced a maximum of 12” inches in the field-OR~ Axnlysystem of stus nexils, adhesives,
other declk fastening system or-huss/rafter spacing that is shown 1o have an equivalent or greater resistenceln £ dnnils spaced
& maximnm of 12 igckes in the field or has a mean uplift resistance of at least 103 psf.

% C. Plywood/OSB roof sheathing with a minimum thickness of 7/167inch attached to the roofiruss/rafter {ped = maxinmm of

' 24”inches 0.c.) by 8d common nails spaced a maximum of 6” inches in the féld. -OR- Dimensional lombiorzgue & Groove
declding with a minimum of 2 nails per board (or 1 nafl per board if each board is equal to or Jess than 6 ks Tx3 width). -OR-

Any system of screws, nails, adhesives, other deck fastening systerp or fruss/rafter spacing that is shownbhve: an equivalent

Tnspectors Initials Property Address_| 7168 W ATER é é',UCiﬂ DR.

. *This verification foryn is valid for up to five (5) years provided no material changes have been made to fhedietexre,
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or greater resistance than 8d common nails spaced a maximum Df 6 inches in the f' eld or has a mean uplifiustarice of at least
182 psf.

D. Rejnforced Concrete RoofDeck.
E. Other:

F. Unknown or unideniified.

G. MNo atiic access.

oooaog

4. Roof to Wall Attachment: What js the WIEAKYIST roof to wall connection? (Do not include attachment of higiley jacks within
5 feet of the inside or ontside comer ofthe roofin de determmatmn of ' WEAREST iype)

0 A, ToeWails

0 Trosshafier anchored 1o top plaie of wall using nails driven at an angle through the trussinﬁtr arxd altached io
the top plate of the wall, or

Il Metal connectors that do not meet the minimal conditions or reqmrements of B .C,orD -

M1n1ma1 conditfions to “gualifv for catepdries B, C, or D. All visible metal connectors are:
-E'} .Secured to trussirafier with a minimum of three (3) nails, and
’% Attached to the wall top plate of the wall framing, or embedded n the bond beam, with lessiwa ¥2" gap from

the b]ocklng ortrussfrafter and blocked no more than 1.5” offthe tenssfrafier, and ﬁ-ee ofvisisevere
corrosion.

0 B. Clips
O Metal connectors that do notwrap over the fop of'the frussfrafter, or _
0O Metal connectors with a minimum of } sivap that wraps over the top of the truss/rafier and duiot. meet the nail
posiiion requirerments of C or D, but Is secured with a minimom of 3 nails.
Ay C. Single Wraps
Metal connectors consisting of a single strap that wraps over the top of the trussfrafter afls secured with a
minimum of 2 nails on the front side and a minfmum of 1 nail on the opposing side.

[} D. Double Wraps
0 Mistal Connectors consisting of 2 separate straps that are atiached to the wall frame, or embeldin the bond

beam, on eifher side of the fruss/rafter where each strap wraps over the top ofthe truss/rafteralis secured with
a minirnum of 2 nails on the front side, and a minimwm of 1 nail on the opposing side, or

O Metal comeotors consisting of a single strap that wraps over the fop of the truss/rafter, is seatto he wall on
both sides, and is sechred to the top plate with a minimum ofthree najls on each side,

(0 E. Siractaral Anchor bolis siructurally connected or reinforced concrefe roof
1 F. Other:
[
£

G. Unknown or unidentified
H. No attic access

5. Roof Geometry: What is the roof shape? (Do not consider roofs of porches or carports that are attached only tolsfascia or wall of
the host structure over unenclosed space in the determination of roof perhmeter or yoof area for roof geometry dufication).

0 A. Hip Roof Hip recf with no other roof shapes greater than 10% ofthe total roof system perimeter.,

Total length of non-hip featres: feet; Total roof system perimeter: el
0 B. Flai Roof Roofon a building with 5 or more vnits where at least 90% of the main roof area has amflope of
. less than 2:12. Roof area with slope less than 2:12 sq fi; Total roof area sqft
& C. OtherRoof  Any roofthat does not qualify as either (4) or (B) above., '

6. Secondary Water Resistance (SWR): (s!andaxd underiayments or hot-mopped flis do not qualify as an SWR)

A A SWR (also called Sealed Roof Deck) Self-adhering polymer modified-bitumen roofing underlayment apfid clirectly to the
sheathing or foam adhesive SWR barrier (not foamed-on insulation) applied as a supplemanta] means Wnkect the
dwelling from water intrusion in the event of roof covermg loss.

O B. NoSWR.
] C. Unknown or undetegmined.

Inspectbrs Iniﬁalsldg Properfy Address f 7 [ éS” LL))'@?‘&"’/‘Z, [)é'u(?( bﬁ .

#*This verification form is valid for up to five (5) years provided no materjal changes have been made to thesinhare or
inaccuracies found on the form. )
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*7. Oganing Protection: What is the wealkest form of wind borne debris protection installed on the structure? First, uzlie table to
determine the weakest form of protection for each category of opening. Second, (a) check one answer below (A, BLN, orX)

2,

based 1upon the lowest protection level for ALL Glazed openings and (b) check the protection level for ail Mon-Ghued openings (.1,

or .3) as'applicable. :

Pla

‘Opening Protection Level Chart . Glozed Openings . ton-Glined

opening type. Check only ane answer below {A thru X}, based on the weakest Windows
form of protection (lowest row) for any of the Glazed operiings and indicate - or Entty
the wesakest form of protection (lowest row) for Non-Glazed openings. Boors

Openings

ce an "¥" in each row to identify ail forms of protection in use for each

Garage
Doors

Glass || By Garage

Skylights Block {|owrs | Boors

N/A | Notapplicsble-there are no openings of this type on the structure )( P "5'(’ ?

Verified eyclic pressure & Jarge missile (9-1b for windows doorsf4.5 [b for skylights)

Verified cytlic pressure & large missile (4-8 ib for windows doorsf2 1b for skylights}

Verified plywood/0SB meeting Table 1608.1.2 of the FBC2007

Uh'm:b

Verified Non-Glazed Entry or.Garage doors indicating compliance with ASTM E - LTS
330; ANSIDASMA 108, or PA/TAS 202 for wind pressura resistance Fe

2

Opening Protection products that appearto be AarB butare notverified
Other protective coverings that cannot be identified asA; B, or C ' .

No Windberne Debris Protection .)q

B

4. Exterior Openings Cydlic Pressure and 9-1b Larpe WMissile (4.5 1b for skylights only) Al Glazed openingsae protected at
a minimum, with impact resistant coverings or products listed as wind bome debris protection devices in the puiict approval .
system of the State of Florida or Miami-Dade County and meet the requivements of one of the following for “Cyic Pressure
and Large Missile Impact” (Level A in the table above).

+  Miami-Dade County PA 201, 202, and 203
¢  Florida Building Code Testing Application Standard (TAS) 201, 202, and 203
s  American Society for Testing and Materials (ASTiM) E 1886 and ASTM E 1996
s  Southem Standards Technical Dooument (SSTD) 12
*  For Skylights Cnly: ASTM E 1886 and ASTM E 1956
*  For Garage Doors Only: ANSI/DASMA 115
J A.1 All Non-Glazed openings classified as A in the table above, orno Non-Glazed openings exist .

{3 A.2 One or More Non-Glazed openings classified as Level D in the table above, and no Mon-Glazed openings classifieislevel B, C, N, or
XA in the table above .

0 A.3 One or More Non-Glazed Openings is classified as Level B, C, N, or X in the table above )
B. Exterior Opening Protection- Cyclic Pressure and 4 o 8-1b Tarpe Missile (2-4.5 1b _for slylightsulyy Al Glazed
openings are protected, at a minimum, with impact resistant coverings or products listed as windborne debrispotection devices

in the prodnct approval system of the State of Florida or Miami-Dade County and meei the requirements of aeof Fhe following
for “Cyclic Pressure and Large Missile Impact” (Level B in the table above):

* ASTN E 1886 and ASTM E 1996 (Large Missile—4.5 1b.)
*  SSTD 12 (Jarge Missile—4 lb. 1o 8 1b))
e  For Skylights Only: ASTM E 1886 and ASTM E 1996 (Large Missile - 210 4.5 1b.)
0 B.1 All Non-Glazed openings classified as A or B in the table above, orno MNon-Glazed openings exist

[J B.2 One or More Mon-Glazed openings classified a5 Level D in the table above, and no Non-Glazed openings classifiedsLevel C, M, or X
in the tabje above

0 B.3 One or More Non-Glazed openings is classified as Level C, N, or X in the table above

C. Exterior Opening Profection- Wood Structural Panels meeting FBC 2007 All Glazed openingsae covered with

Inspe

plywood/OSB meeting the requirements of Table 1609.1.2 of the FBC 2007 (Level C in the fable above).

[0 C.1 All Non-Glazed openings classified as A, B, or C in the table above, or no Non-Glazed openings exist

O C.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings clessifiedsLevelN or Xin
the table above -

1] C.3 One or More Non-Glazed.openings is classified as Level N or X in the table above

ctors Iniﬁals/{) -/—'? Property- Address RIS lﬁl)ﬁ fev. bé’wﬂ/ Z)ﬂ 2

+This verification form is valid for up to five (5) years provided no material changes have heen made fo the siwhrxeor
tnaccuracies found on the form. _ .
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3 . N. Exterior Opening Protection (unverified shutter systems with no documentation) All Glazed openings are protected with

protective coverings not meeting the requirements of Answer “A”, “B”, or C” or systems that appear 10 meet Answer “A™ or “B”
with no documentation of compliance (Level N in the table above).

3 N.1 All Non-Glazed openings classified as Level A, B, C, or N in the table above, or no Non-Glazed openings exist
T§  N.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classified a5 Level X in the
1able above
. &3 N.3 One or More Non-Glazed openings is classified as Level X in the wble above

X. None or Some Glazed Openingg One or more Glaze@openings classified and Level X in the table above.

MITIGATION INSPECTIONS MUST BE CERTIFIED BY 4 QUALIFIED INSPECTOR.
. Section 627.711(2), Florida Statutes, provides a listing of individuals who may sign this form.

Qualified Inspecior Name: License Type: License or Cemificac
JAMES A. MCDOUGALL - GC CGCo&1423
Inspection Company: Phonc; i
) JAMES A. MCDOUGALL (561) 346-5765

Qualified Yonspector — I hold an active Jicense as a: (check one)
O

Home inspector licensed under Section 468.8314, Florida Statutes who has completed the statutory number of hours of hurmicane mmgauon
* training approved by the Construction Industry Llcensmg Board and completion of a proficiency exam.

Building code inspector certified under Section 468.607, Flonda Statutes.

General, building or residential contractor licensed under Section 489,111, Florida Statutes.
Professional engineer licensed under Section 471.015, Florida Statutes.

Professional architect licensed under Section 481.213, Florida Statutes.

ooolo

Any other individual or entity recognized by the insurer as possessing the necessary quaﬁﬁéaﬁoas to properly complete a miform mitigation
verification form pursvant to Section 627.711(2), Florida Statutes.

Individuals other than licensed contractors licensed under-Section 489.111, Elorida Statutes, or professional engineer licensed
under Section 471.015, Florida Statues, must inspect the structures personally and not through emplovees or other persons.

Licensees under 5.471.015 or 5:489.111 may authorize a direct employee who possesses the requisite skill, knowledge, and
experience to conduct a mitigation verification inspection. ’

L_JAMES A . MCPRQUGALIL .,  aqualifiedinspector and I personally performed the inspection or {Jicensed
(print name) : .
contractors and professional engineers only) 1 had Ty employee (DAVE BRADY ) perform the inspection

{print name of inspector)
and ] agree to be responsible for his/ber work. '
Qualified Inspector Sign ature- ﬁL‘w 7 pate: jl =&~ 20
An individual or entlty who knowm,qjy or through £YoSs neghgence prov;des a false or fraudulent mitigation verification form is
subject to investigation by the Florida Division of Insurance Fraud and may be subject to administrative action by the

appropriate Yicensing agency or to criminal prosecution. (Section 627.711(4)-(7), Florida Statutes) The Qualified Inspector vwho
certifies this form shall be directly hable/for f];e misconduct of employees as if the authorized mitigation inspector personally
Lperformed the inspection. — /|

N .
Homeowner to comple{e: 1 certify/that the {amcé’ Qualified Inspector or his or her employee did perform an insp ection of the
residence identified on this form ang that proof of ;dcnnﬁcanon was provided to me or. my Authorized Represenlative.

N

¥

Signature: /‘1 [ e Date: -;/lgfde?,a
)
An individual Mﬁho knowingly provides or utiers a false or fraudulent mitigation verification form with the intent to

obtain or receive a discount on an insurance premium to which the individual or entity is not entitled commits a misdemeanor
| of the first degree. (Section 627.711(7), Klorida Statutes)

The definitions on this form are for inspection purposes only 2and canoot be used to certify any product or construction feature
as offering protection from hurricanes.

Inspectors Initials[@g Property Address i‘i !6&; U,q ?igﬂ- b.{f':\)(}/ DK

*This verification form is valid for up to {ive (5) years provided no material changes have been made to ibe structure or
inaccuracies found on the form.
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