Uniform Mitigation Verification Iuspection Form
Maintain a copy of this form and any documeniation provided with the insurancepicy.

Tnspection: Date: jileb=20

Owner Information

OwnerMame: QIATER REND atT SomaTHAN's L ANDiNG Contact Person:
Address: |7y 66 WIATERDEND B2, : Home Phone:
City: Tupitee , BL Zp: R RAY SR ] ‘Work Phone:
County: PAL M REACH Buitdie (B [0 pibs | CeliPhone:
Tnsurance Comparny: L Policy #:

Wear of Home:z. {0 2. ] l #ofStories: T 0qQ . - Emaik:

NOTE: Anydocumentaiion used in validating the compliance or existence of each consfruction or mitigaiimiiibade mbst
aceompany this form. Afleast one photograph must accompany this form o Yalidate each atiributemarkedipestions 3
though 7. The insurer may ask additionz] guestions regarding the milgated feature(s) verifled on this foxm.

1. Buiiding Code: "Was the structure bujlt In 'ébmp]i ance wilh the Florida Buildin £Co de (FBC 2001 "or later) OR fioraes Jocated in
the VHZ (viiami-Dade or Broward counties), South Florida Building Code (SFBC-94)?

ﬁ' A. Built in compliance with the FBC: Year Built {9 B Z. For homes built in 2002/2003 provide a pesiyppiicalion with
a date after 3/1/2002: Building Permit Application Date easmoryyy) I/ CLE.5,
{1 B.Forthe HVHZ Only: Built in compliance with the SFBC:04: Year Built . Forhomes builtin 18495, and 1996
provide a permit application with a date after 9/1/1994: Building Penmit Application Date eawnnryyy 1|
O C.Unknown or does not meet the reguirements of Answer “A” or “B”

2. Roof Covering: Select 4l roof covering types in use. Frovide the permit application date OR. FRCAVDC Produlipproval number
OR.Year of Original Instdliation/Replacement OR indicate that no information was available fo verify complianir each roof

covering identified.

Miforanyalin

Premit Applicatlon FECormnt Year ol Orlpinal Instoiiationor Iridead for

2,1 RooTCoverlnp Typc: Bate +  Preduct Approvalll Heplatement €01 =115

Ean |

ﬁ?.mphﬂuﬁbugtassshhglu éf IL 1 20 L& 4
1 2, Conemie/Clay s [ .4 O
[MERFE] Y 4
[ 4, muiitup L1 i
I3 5 Menibmac I, 3
3 s.0thes I ! 3

A All roof coverings listed above meet the FBC with a FBC or Miami-Dade Prodnot Approval listing comlit¥ene of
installation OR have a roofing permit application date on or afier 3/1/022 OR the roofis original and buili i or fter.

B. All roof coverings have.a Miami-Dade Product Approval listing current at time of installation OR. (for iVEIZ only) 2
roofing permit application after 9/1/1994 and before 3/1/2002 OR the roof is oripinal and built in 1957 or ki,

C. One or more roof coverings do not meet the requirements of Answer “A™ or “B".
D. No roof coverings meet the reguirements of Answer “A” or “B”.

oo o &

3. Roof Deck Affachment: What is the wealtest form of roof deslc attachment?

O A.Plywood/Oriented strand board (OSB) roof sheathing attached to the roof trussfrafier (spaced a maximimfZ<" inches o.c.)
by staples or 64 nails spaced at 6”, along the edge and 127 in the field. -OR- Batien decking supporting wi skaakes or wood .
shingles. -OR- Any systemn of screws, najls, adhesives, other deck fasteping sysiém or lruss/rafter spacinglifiass anequivalent
nean uplift less than that required for Options B or C below. ’

00 B. Plywood/OSB roof sheathing with 2 minimum thickness of 7/16”inch atiached to the roof truss/rafter (yed = maximuom of
24inches 0.6.) by 8d comimon nails spaced a maximum of 12” Inches in the field.-OR-~ Anysystem of som, n=L1ls, adhesives,
other decic fastening system orirussfrafter spacing that is shown to have an equivalent or greater resistanesn £ d nails spaced
a maximurn of 12 inches in the field or has a mean nplift resistance of af jeast 103 pst

% C. Plywood/OSB roof sheathing with a minimum thickness of 7/16”inch attached o the roof tmssfrafter (prd = maxirnum of

' 247inches o.c.) by 8d common nails spaced a maximum of 6” inches in the féld. -OR- Dimensional lumbiiora gue & Graove
decking with a minimum of 2 nails per board (or 1 nail per board if each board J5 equal to or less than 6 inbs Txx3 Widih). -OR-

Any system of screws, nails, adhesives, other declc fastening system or frossfrafter spacing that is shownbhves a equivalent

Inspectors i’niﬁalsd) Property Address 11166 LJATER 5@—,4.) ¥ DR.

. #This verification form js valid for up to five (5) years provided no material changes have been made to thefutexre,
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or greater resistance than 8d common nails spaced a maximum of 6 inches in the field or has a mean uplifinstarace of at least
182 psf. y . : ’

D. Reinforced Concrete Roof Deck.
E. Other:

F. Unknown or unidentified.

G. No atlic access.

ogooo

4. Roofto Wall Atiachment: What is the WIEAKEST roofto wall connection? (Do not include attachment of hipiley jacks vwithin
5 feet of the inside or ontside comer of the roof in determination of WEAKEST type)

[l A. ToeNails . -~ :

O Trossfrafier anchored o top plate of wall vsing-nails driven at an angle through the tross/aft arad atached o
the top plate of the wall, or

IO Metal connectors that do not megetihe minirrgal conditions or requirements of B,.C, orD -

Miinimal condifions to éualifv for catepdries B, C, or . ANl visible metal -comnectors ares .
-@ . Secured o trussfrafter with a minimum of three (3) nails, and .
’E) Attached to the wall top plate ofthe wall framing, or embedded in the bond beam, with Jessfiea Y57 gap from

the blocking or fruss/rafter and blpcked no more than 1.5” of the trussfrafter, and free of visiievere
coyrosion. - .

0 B. Clips
O Metal connecioxs that do not wrap over the top of the trussirafter, or '
O Metal connectors with a minimum of 1 strap that wraps over the top of the truss/rafier and dunot meet Hhe nail
position reguirements of C or D, but is secured with a minfmum of 3 nails.
A C. Single Wiaps
Mietal connectors consisting of a single strap that wraps over the top of the fruss/rafter alls secuwred with a
minimum of 2 nails on the front side and a minimum of 1 nail on the opposing side. ’

[ D. Double Wiaps
D) Mietal Connectors consisting of 2 separate straps that ave attached to the wall fizme, or embeiidin the bond

beawn, on either side of the fruss/rafter where each strap wraps over the top of the trussfraferslis seered with
a minimum of 2 nails on the front side, and a minimwm of 1 nail on the opposing side, .or

O Metal connectors consisting of a single strap that wraps over the top of the {russ/rafter, is semito £he wall on
both sides, and is secured to the top plate with 2 minimum ofthree nails on each side.

(J E. Siractural Anchor bolts structurally connected or reinforced conerete roof.
8 F. Other:
0
N

G. Unknown or unidentified
H. No attic access

5. Roof Geometry: What is the roof shape? (Do not consider roofs of porches or carports that are attached only olsfascia or wall of
the host stmctire over unenclosed space in the determination of roof perimeter or roof area for roof geometry chiication).

[l A, Hip Roof Hip roof with no other roof shapes greater than 10% of the total roof system perimeter.
Total length of non-hip featnres: feet; Total roof sysiem perimeter: Teel
O B. FlatRoof Roof on & bujlding with 5 or more vnifs where at least 90% of the main roof area has a llope of
less than 2:12. Roof area with slope less than 2:12 sq ft; Total roof area sqft
q C. OtherRoof  Any roofthat does not qualify as either (A) or (B) above. '

6. Secondary Water Resistance (SWR): (standard underfayments or hot-mopped felts do not qualify as an SWR)
A8 A. SWR (also called Sealed Roof Deck) Selfadhering polymer modified-bitomen roofing underlayment syl directly to the
sheathing or foam adhesive SWR barrier (not foamed-on insulation) applied as a snpplemental means toyiecst: the
dweliing from water intrusion In the event of roof covering loss. : .
0 B. NeSWR. )
£] C. Unknown or undetermined.

Inspectbrs Initials/ﬂg Property Address _f ?f Gé [/L)l‘ﬁ[ & [),,g_wr?{ DR .

*This verification form s valid for up to five (5) years provided no material changes have been made to the siutuxe or
inacenracies found on the form. )
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’

7. Ogenring Protection: What is the weakest form of wind borne debris protection installed on the structure? First, uethe table to
determine the wealcest form of protection for each category of opening. Second, () check one answer below (4, B.GN, or¥)

based upon the lowest protection level for ALL Glazed openings and (b} check the protection level for ail Non-Glud openings (.1,
.2, or .3) as-applicable. - : -

-Opening Protection Level Chart
Place an ¥¥” i each row to identify all forms of protection in use for each
opening type. Check only one answer below (A thru X}, based on the weakest Windows
form of protection (fowest row] for any of the Glazed operings and indicate - or Entry
the weakest form of protection {lowest row) for Non-Glazed openings. Doors

NfAa | Notappiicable- there are no openings of this type on the structure )( D ,_'-‘:(‘_)
Verified cyclic pressure & targe missile (S-1b for windows doors/4.5 1b for skylights}
Verified cyclic pressure & large missile (4-8 Ib for windows doors/2 b for skylights}

Verified plywood/OSBE meeting Table 1608.1,2 of the FRC2D07

Veunfied Nqn-,Giazed Entry or.Garage doors inditating complisnce with ASTM E I BT
330; ANSI/DASMA 108, or PA/TAS 202 for wing pressure resistance b

on-Glazed =

Glazed Openings - Openings

Garage
Doors

Glass |}ty Garage

Skylights plock Ljosers | Boors

vlnlols

N Opening Protection products thet appearto be A orB but are notverified
Other protective coverings that cannot be Tdentified a5.4; 8, or C K . .
X -1 No Windborae Debris Protection B .)q

0 A.Exterior Openings Cyclic Pressure and 9-1b Large Missile (4.51b for s lighis only} All Glazed openingare protected at
a minimum, with impact resistant coverings or products listed as wind bome debxis protection devices in the puiict approval .
system of the State of Florida or Miami-Dade County and meet the requirements of one of the following for “(yfic Pressure
and Large Missile Trnpact” (Level A in the table above).

+  Miami-Dade County PA 201,202, and 203
e  Tiorida Building Code Testing Application Standard (YAS) 201,202, and 203
»  American Society for Tesling and Materials (ASTM) E 1886 and ASTM E 1995
*  Sonthern Standards Techoical Document (S5TD) 12
For Skylights Only: ASTM E 1886 and ASTM E 1996
For Garage Doors Only; ANSI/DASMA 115
3 A1 AN Non-Glared openings classified as A in the table above, orno Non-Glazed openings exist )
J A2 One or More Mon-Glazed openings classified a5 Level D in the table above, and no Non-Glazed openings classifielslevel 8, C, N, or

X in the table above .
[ A.3 One or More Hon-Glazed Openings is clessified as Level B, €, N, or X in the table above

{1 B. Exterior Opening Protection- Cyclic Pressure and 4 to 81b Taree Missile (2-4.5 b for skylightsuly?) All Glazed
openings are protected, at 2 minimum, with impact resistant covexings or products listed as windborne debrispotection devices
in the produet approval system of the State of Florida or Miami-Dade Connty and meet the requirements of osof the following
for “Cyclic Pressure and Large Missile Impact” (Level B in the iable sbove):

e ASTMIE 1886 and ASTM £ 1996 (Large Missile— 451b.)
e SSTD 12 (Large Missile—4 1b. 10 8 1b)
e  For Skylights Only: ASTM E 1886 2nd ASTM E 1996 {Large Missile -2 1o 4.5 Ib.)
[0 B.1 Al Non-Glazed openings classified as A or B in the table above, orno Non-Glazed openings exist

{JB.2 One or More Mon-Glazed openings classified as Level D in the table sbove, and no Non-Glazed openings classifiedslevel G, N, or X
in the table above

{1 B.3 One or More Non-Glazed openings is classified as Level C, N, or Xin the table above

0 C. Exterior Opening Protection- Wood Structural Panels meeting FBC 2007 All Glazed openingsae covered with
plywood/OSB meeling the requirements of Table 1609.1.2 of the FBC 2007 (Level C in the table above).
[1C.1 AH Non-Glazed openings classified as A, B, or Cin the table gbove, or no Mon-Glazed openings exist

{ €.2 One or More Non-Glazed openings ¢lassified as Level D in the table above, and no Non-Glazed openings classifilsLevelN or Xin
the table above -

[} C.3 One or More Ton-Glazed openings is classified as Level N or X in the table zbove

Inspectors Iniﬁals/d g Property Address i 11 L MA’ fea bdwﬂ/ b:@-‘

*This verification form is valid for up to five (5) years provided no material changés have been made to the st xe or
inaccuracies found on the form, -
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‘0 . N_Exterior Opening Protection (unverified shutter systems with no documentation) All Glazed openings are protected with
protective coverings not meeting the requirements of Answer “A”, “B”, or C” or systems that appear 1o meet Answer “A” or “B”
with no documentation of compliance (Level N in the table above).

N.] All Non-Glazed openings classified as Level A, B, C, or N in the table above, or no Non-Glazed openings exist

N.2 One or More Non-Glazed openings classified as Level D in the 1able above, and no Non-Glazed openings classified as Level X in the
table above

[

O

N.3 One or More Non-Glazed openings is classified as Level X in the table above

g . None or Some Glazed Openingg One or more Glazedopenings classified and Level X in the table above.

MITIGATION INSPECTIONS MUST BE CERTIFIED BY A QUALIFIED INSPECTOR.
. Section 627.711(2), Florida Statutes, provides a listing of individuals who may sign this form.

Quazlifed Inspecior Name: License Type: Licensc or Certificate
JAMES A. MCDOUGALL : GC CGCDE1423
Inspection Company: Phone:
: JAMES A. MCDOUGALL (561) 346-5765

Qualified Inspector — I hold an active license as a: (check one)

O Home inspector licensed under Section 468.8314, Florida Statutes who has completed the stanutory number of hours of huricane rmtzgat;on
" training approved by the Construction Industry Licensing Board and completion of a proficiency exam. -

0 Building code inspector certified under Section 468.607, Florida Statutes.
2§ General, building or residential contractor licensed under Section'489.111, Florida Statutes.
‘0

g

O

Professional engineer licensed under Section 471.015, Florida Statutes.
Professional architect licensed under Section 481.213, Florida Statutes.

Any other individual or entity recognized by the insurer as possessing the necessary qualiﬁéaﬁons to properly complete amiform mitigation
verification form pursuant to Section 627.711(2), Florida Statutes.

Individuals other than licensed contractors licensed under-Section 489.111, Florida Statutes, or professional engineer licensed
under Section 471.015, Florida Statues, must inspect the structures personally and pot through employees or other persons.
Licensees under s.471.015 or s:489.111 may authorize a direct employee yho possesses the reguisite skill, knowledpe, and
experience to conduct 2 mitigation verification inspection. )

L_JBMES A .MCPQUGATLIL . =2 qualified inspector and I personally performed the inspection or (licensed
(print name) : )
contractors and professional engineers only) I had my employee (DAVE BRADY ) perform the inspection
(print name of inspector)

2nd I agree to be responsible for hxslher work :' ) .
Qualified Inspector S1gnature- %X—-a 7 Date: jl = (= '2 ¢
An individual or e:ntitv who knowmg]y or through £T0SS neahgence provxdes a false or frandulent mitigation verification form is
subject to investigation by the Florida Division of Insurance Fraud and may be subject to administrative aciom by the

ropriate licensing agency or to criminal prosecution. (Section 627.711(4)-(7), Florida Statutes) The Qualified Inspector who

certifies this form shall be directly liable Me misconduct of emplovees as if the authorized mitigaﬁ'on‘inspector personally
performed the mspectlon.

Homeowner to com plﬁ 21 ceﬁ at the n/émad Qualified Inspector or his or her employee did perform aninspection of the

residence identified on is form an at proof’ of identification was provided to me or.my Authorized Representative.
/‘/

Sigpnature: _ Date: H/WE//WZI)

An mdwr.cluaf%r’éft’l‘iy who knowmoly provides or utters a false or frandulent mitigation verification form with the intent fo

obtain or receive a discount on an insurance premium to which the individual or entity is not entitled commits a misdemeanor
| of the first degree. (Section 627.711(7), ¥lorida Statutes)

The definitions on this form are for inspection purposes only and canoot be used to certify any product or construction feature
as offering protection from hurricanes.

Inspectors Imtlalszg Property Address i Pf f; ;{1 [4)4 'fé’f’t 6{":\)(3/ DR .

*This verification form is valid for up to five (5) years provided no material changes have been made to the structure or
inaceuracies found on the form.
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