Uniform Mitigation Verification Iuspection Form
Maintain a copy of this form and any documentation provided with the insuranceplicy

Inspection Date: jlel=208

Owner Information

OwnerNeame: WATEL. REND aT JomaTHAn's LANDING Contact Person:
Address: {TOSS2 WIATERRDCWD DR, : Home Phone:
City: \Fapitvep L Zip: RRYER ] Worlk Phone:
Counfy: Taiy BEACK Buidino H . B guits | ColiFhone
Tnsurance Company: T Policy #:

Year of Home:. Q& 72 ] l #ofStordes: T () Q T Email:

NOTE: Anydocumentaiion vsed in validating the compliance or exjstence of each constrnefion or mitigatiorfibwie must,
accompany this form. At least one photograph must accompary this form to ‘validate each atixibute markedipestions 3
though 7. The insurer may ask addiiional guesfions regarding the mitigafed featwre(s) verified on this foxm.

1. Building Codé: Was the structure built In E&m‘pliani:e with the Florida Buildin E Code (FBC 2001 or lates) OR fifoma eslocated in
the TIVHZ (Miiami-Dade or Broward counties), Sonth Florida Building Code (SFBC-O4)?

A. Built in compliance with the BBC: Year Built_{ B £. For homes built n 2002(2003 provide a pemigplTcaion wils
2 date after 3/1/2002; Building Permit Application Date mmmpiyyyy) i ! C.6.8

(1 B.Forthe EVEZ Only: Built in compliance with the SFBC:94: Year Built . For homes builtin 19995, and 1996
provide a permit application with a date after 9/1/1994: Building Permit Application Date enepprvrry__ [ |
0 C.Unknown or cloes not meet the requirements of Answer “A” or “B»

2. Roof Covering: Select 1l roof covering types in use. Provide the permit application date OR. FBCMMDC Produipproval number
OR.Vear of Original Installation/Replacement OR indicate that no information ‘was available to vexHy compliamfr eachroof

covering identified.
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A All roof coverings listed above meet the FBC with 4 FBC or Miami-Datle Product Approval lisilng comlit t¥rmeof
installation OR have a roofing pesmit application date on or after 3/1/02 OR the yooFis original and built it or lker.

B. All roof covesings have.a Miami-Dade Product Approval Hsting cnrrent at Hime of installation OR. (for VEIZ only) a
roofing permit application after 9/1/1994 and before 3/ 1/2002 OR the roof is original and built in 1957 orl.

C:. One or more roof coverings do not meet the requirements of Answer “A” or “B”,
D. No roof coverings meet the reguirements of Answer “A” or “B>.

oo o M

3. Roof Declc Aftachment; What is the wealest form of roof deck attachment?

0 A. Plywood/Oriented strand board (OSB) roof sheathing attached to the rooftmss/rafier (spaced a maximumf2 < inches 0.¢.)
by staples or 6d nails spaced at 6 along the edge and 12* in the field, -OR- Patien decking supporiing wi skaakes or wood
shingles. -OR~ Any system of sorews, nails, adhesives, other deck fastening sysiem or trussfrafier spacinglifass anequivalent
rnean uplift less than that required for Options B or C belovr.

(1 B. Plywood/OSB roof sheathing with a minimum fhickness of 7/16"inch atiached to the rooftrussfrafier (ed = maximum of
24”inches 0.¢.) by 8d common nails spaced a maximum of 12” inches in the field ~-OR- Any systern of som n=ls, adhesives,
other declc fastening system or-frussfrafier spacing that is shown 1o have an equivalent or greater resistancely &d nails spaced
2 maximum of 12 inches in the field or hasa mean uplift resistance of at least 103 psi. . ]

% C. Plywood/OSB roofsheathing with a minimum thickness of 7/16”inch atlached to the rooftuss/rafter (ped = maximum of

' 24”inches 0.c.) by 8d common nails spaced 2 maximum of 6° inches in the fiéld. -OR- Dimensional lumbiforz gue & Groove
decking with a minimuom of 2 nails per board (or 1 nail per board if each board is equal to or less than 6 ik Tx2 Widih). -OR-

Any system of screws, nails, adhesives, other deck fastening system or fruss/rafter spacing that is shownbhve: an equivalent

Tnspectoxs Initials £ VB property sddress | 7653 WAater bewd Dr.

_ *This verificatjon form s valid for up fo five (5) years provided no material changes have been made to thegitoxre,
OTR-B1-1802 (Rev. 01/12) Adopted by Rule 690-170.0155 Pagelfq




or greater resistance than 8d common nails spaced a maximuam of 6 inches in the :ﬁe]d or has a mean uphﬂlmslance of at least
182 psf.

D. Reinforced Concrete Roof Deck.
E. Other:

F. Unlknown or unidentified.

G. No attic access.

QE]DD

4. Roofto Wall Attachment: What is the WIEAKEST roofto wall connection? (Do not include attachment of higslley” jacks within
5 feet of the inside or oufside comner ofthe roofin de determmahun of WEAKEST type) i
O A. ToeMNails . - :

O  Trossfrafter anchure.d 1o top plate of wall using nails dnvan at an angle through the trusslnﬂ!f and attached {o
the top plate of the wall, oy

0 Metal conmectors that do not meet the minimal conditions or reqmremenis of B C,orD-

Mmlmal cundmﬂns 1o gualify for caiepgdries B, C, or 1. AN visible metal- connectors ares
o‘@ .Secured to trssfrafter with a minimum of three (3) nails, and

"ﬂ, Attached to the wall top plate of the wall frawning, or embedded in the bond beam, ‘with less lb.na Y2 pap from
the blncklng or trussfrafter and blocked no more than 1.5” of the truss/rafter, and ﬁ‘ee ofvistisevere
corrosion.

3 B. Clips
0 netal connectors that do not wrap over the top of'the trussfrafier, or .
[l Metal copnectors with a minimum of 1 strap that wraps over the top of the truss/rafter and dunot xneet ihe naj
pasition requiremenis of C or I, but is seonred with a minimum of 3 nals.
.'&7 C. Single Wraps

Metal connectors consisting of a sngle strap that wraps over the fop of the trussfraftey afi secwed with a
minirmm of 2 nails on the front side and a minimum of 1 nail onthe opposing side.

0O D. Double Wraps
L]  Metal Connectors consisting of 2 separate straps that are attached to the wall frame, or embeiidin the bond

beam, on either side of the frnss/rafter where each strap wraps over the top of the tmssfrafierslis secwred with
a2 minimm of 2 nails on the fiont side, and a minimum of 1 nafl on the opposing side,.ox

O etal connectors consisfing of a single strap that wraps over the top of'the truss/rafter, is seatto the wall on
both sides, and is secured to the top plate with a minimum ofthree nails on each side.

E. Siroctural Anchor bolts structarally connected or reinforced concrete roofl
F. Other:

G. Unknown or upidentified

H. Mo aitic access

oooo

5. Roof Geomefry: What is the roof shape? (Do not consider roofs of porches or carports that are attached only tokfascia or wall of
the host stmctore over unenclosed space in the determination of roof perimeter or roof area for roof geometry dulfication).

0 A. Hip Roof Hip roof'with no other roof shapes greater than 10% of the total roof sysiem perimeter.
Total length of non-hip featires: feet; Total roof system perimeter: fael
0 EB. FlatRoof Roof on a building with 5 or moze units where at least 90% of the main roof area has amidope of
Iess than 2:12. Roof area with slope less than 2:12 sq ft; Total roof avea sqft
q C. OtherRoof  Any roof'that does not qualify as either (A) or (B) 2bove. ’

6. Secondary Water Resistance (SWR): (standard underlayments or hot-mopped felts do not qualify a5 an SWE)

AR A. SWR (also called Sealed Roof Deck) Self-adhering polymer modified-bitumen roofing underlayment il direstly to the
sheathing or foam adhesive SWR. barsier (nof foamed-on insulation) applied as a supp]emantal means Wlect: the
dwelling from water infrusion In the event of roof covenng loss.

1 B. NoSWR.
[0 C. Unknown or undetermined.

Inspectors Inxt;als/dg A5 Property Address 1053 Lt)fﬂ{ R [)ee *v‘f?( Dﬁ

*This veriication form is valid for up to five (5) years provided no material changes have bheen made to the fimnxe or
inacenracies found on the form.
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*

‘7. Opening Protection: What is the wealkest form of wind borne debris protection installed on the structure? First, uelhe table to
determine the wealkest form of protection for each category of opening. Second, {a) check one answer below (A, B.LN, orX)

based upon the lowest protection level for ALL Glazed openings and (b) check the protection level for all Non-Glad openings (.1,
.2, or .3) as'applicable. - ) -

-Opening Protection Level Chart . Glazed Operings it
Place zn “¥X” in each row to identify all forms of protection in use for each -
opening type. Check only one answer below {A thru X}, based on the weakest Windows
form of protection {lowest row) for any of the Glazed operiings 2nd indicate - or Entry
the weakest form of protection (lowest row) for Non-Glazed openings. Daors

N/A | Notapplicable-there are no openings of this type on the structure )(
Verified cyclic pressure & targe missile {9-tb for windows doors/4.5 Ib for skylights)
Verified cyclic pressure & large missile (4-8 Ih for windows doors/2 1b for skylights)

Verified plywood/OSB meeting Table 1609,2.2 of the FBC 2007

Verified ,qu_x-G!azed Entry of.Garage doors inditating compliance with ASTH E
330; ANSI/DASIMA 108, or PAJTAS 202 for wind pressure resistance

Opening Protection products that appearto be A orB but are notverified
Other protective coverings that cannot beidentified asA; B, or C T ..
X -] Mo Windborne Debris Protection R .)q

Garage
Boors

Glass { ) BN Garage

Skylights Slock [{owrs | Doors

o |ajele

[0 A. Exterior Openings Cvelic Pressure and 9-1b Large Missile (4.51b for skylighis only) All Glazed openingare protected at
a minimum, with impact resistant coverings or products listed as wind bome debris profection devices in the puiict approval .
system of the State of Florida or Miami-Dade County and meet the requirements of one of the following for “Oplic Pressure
and Large Missile Impact” (Leve] A in the table above).

+  Miami-Dade County PA. 203, 202, and 203
e  Tlorida Building Code Testing Application Standard (TAS) 201,202, and 203
e  American Society for Testing and Materials (ASTM) E 1886 and ASTM E 1996
#  Southern Standards Technical Docoment (88TD) 12
»  For Skylights Only: ASTM E 1886 and ASTM E 1996
e  For Garage Doors Only; ANSUDASMA 115
[ A.1 All Non-Glazed openings classified as A in the table above, orno Non-Glazed openings exist .

[ A.2 One or More Non-Glazed openings classified as Level D in the table above, and nio Non-Glazed openings classifielslevel B, C, I, or
X in the table above . -

[1A.3 One or More Non-Glazed Openings is classified as Level B, C, N, or X in the table above

{1 B. Exterior Opening Protection- Cyclic Pressure and 4 to 8-1b Targe Missile (2-4.5 1b for sicvlightsonly All Glazed
openings are protected, at a minimum, with jmpact Tesistant coverings or products listed as windborne debrisptection devices
in the product approval system of the State of Florida or Miami-Dade County and meet the requirements of awof the following
for “Cyclic Pressure and Large Missile Impact” (Level B in the table above):

e ASTM E 1886 and ASTM E 1996 (Large Missile—4.5 1b))
e SSTD 12 (Large Missile—4 lb. 1o 81b)
e  For Skylights Only: ASTM E 1886 and ASTM E 1996 (Large Missile - 210 4.51b.)
(J B.1 Al Non-Glazed openings classified as A or B in the table ahove, orno Non-Glazed openings exist

0 B.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classHiedslevel C, N, er X
in the table above

0 B.3 One or More Non-Glazed openings s classified as Level C, N, or Xin the table above

[1 C. Exterior Opening Protection- Wood Structural Panels meeting FBC 2007 All Glazed openingsae covered with
plywood/OSB meeting the requirements of Table 1609.1.2 of the FBC 2007 (Level C in the table above).
[1C.1 AH Non-Glazed openings classified as A, B, or C in the table above, or ne Non-Glazed openings exist

[ .2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classifiddsLevelN or Xin
the table above n

[J C.3 One or More Non-Glazed openings is classified as Level N or X in the table above

Inspectors Iniﬁals/a 4 Property Address { 1053 lfi)ﬁ te bé:rvf/ bﬁ .

*his verification form is valid for up to five (5) years provided no material changés have beer made fo the sinfiuxreor
inaccuracies found on the form. -
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{3 N. Exterior Opening Protection (unverified shutter systems with no documentation) Al Glazed openings are protected with

protective coverings not meeting the requirements of Answer “A”, “B”, or C” or sysiems that appear 1o meet Answer “A” or “B”
with no documentation of compliance (Level N in the table above).

1 N.1 All Non-Glazed openings classified as Level A, B, C, or N in the table above, or no Non-Glazed openings exist

T3 N.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classified as Level X in the
table above

J

N3 One or More Non-Glazed openings is classified as Level X in the table above

ﬁ X. None or Some Glazed ODerﬁng@opmings classified and Level X in the table above.

MITIGATION INSPECTIONS MUST BE CERTIFIED BY 4 QUALIFIED INSPECTOR. ) ) —‘
_ Section 627.711(2), Florida Statutes, provides a listing of individuals who may sign th is form.
Qualificd Inspector Name: License Type: License Dl’,.Qc!ﬁﬁCZ__MC #
JAMES A. MCDOUGALL g GC CGCcoel14 23
Inspection Company: Phone:
) JAMES A. MCDOUGALL (561) 346-5765

Qualified Inspector —I hold an active Jicense as a: (check one)

O Home inspector licensed under Section 468.8314, Florida Statutes who has completed the stamutory number of hours of humicane mitigation
- training approved by the Construction Industry Licensing Board and completion of a proficiency exam. - '

Building code inspector certified under Section 468.607, Florida Statutes.

General, building or residential contractor licensed under Section'489.111, Florida Statutes.
Professional engineer licensed under Section 471.015, Florida Statutes.

Professional architect licensed under Section 481.213, Florida Statutes.

oooRo

Any other individual or entity recognized by the insurer as possessing the necessary qualiﬁéaﬁons to properly complete awiform mitigation
verification form pursuant to Section 6§27.711(2), Florida Statutes.

Individuals other than licensed contractors licensed under-Section 489.111, Florida Statutes, or professional engineer lcensed
under Section 471.015, Florida Statues, must inspect the structures personally and not through employees orother persouns.

Licensees under s.471.015 or 5.489.111 may authorize a direct employee who possesses the reguisite skill, knowledpe, and
experience to conduct a mitigation verification inspection. '

AMES A _ MCDOL T.I,. _ = qualified inspector and I personilly performed the inspection or (Jicensed
(print name) ‘ - )
contractors and professional engineers only) I had my employee (DAVE BRADY ) perform the inspection

(print name of inspector)

| andI agree to be responsible for his/ber work. ’
Qualified Inspector Signature: 1;&:]-?“ 34. MQVO-QZ Date: || = G- '2' ]
An individual or entity who knowingly or through gross negligence provides a false or fraudulent mitigation verification form is
subject to investigation by the Florida Division of Insurance Fraud and may be subject to administrative aclion by the
appropriate Yicensing agency or to criminal prosecution. (Section 627.711(4)-(T), Florida Statutes) The Qualified Inspector who
certifies this form shall be directly liab’f& fo\q' the misconduct of employees as if the authorized mitiaaﬁon'inspector personally
Lperformed the inspection. _—— P 1 e

A Vo P} :
Homeowner to complete: T cerfify- that the famed Qualified Inspector or his or her employee did perform aninspection of the
residence identified on this form that proof of identification was provided to me or.my Authorized Representative.

/ 7
Signature: /"~ Vil T T Date: fz/grg[wza

AN

An individual\o&n/titg/who knowingly provides or utters a false or fraudulent mitigation verification form with the intent to
obtain or receive a discount on an insurance premium to which the individual or entity Is not entitled commits 2 misdemeanor
Lof the first degree. (Section 627.711(7), Florida Statutes)

The definitions on this form are for inspection purposes only and cannot be used to certify any product or construction feature
as offering protection from hurricanes.

Inspectors Initialsdég Property Address i ?033 U;‘sz?& 6(‘-”:\)0/ DI

*This verification form is valid for up to five (3) years provided no material changes have been made to the structure or
inaccuracies found on the form.
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