Uniform Witigation Verification Jxispection Form
Maintain a copy of this form and any docimentation provided with the insuranceplicy”

Inspection Date: jjel.~28

Owner Information

GuwnerName: LOAT ER BEN [y ot JORATHANS L AND NG | Conteot Person
Address: | LRR S WIATERDEND DR, : Home Phone:
Cily: S apitEe ., B L Zip; 3RYAER . ‘Work Phone:
Covnty: PaipA BEAC Ruitding P, L0 mnihs | CellPhone:
Instrance Company: ool Policy #

Year of Home:. |G 2 ] [ #ofStories: T (U . - Emaik

NOTE: Anydoenmentation nsed in validating the compliance or existence of each constriction or mitigatioiibate mist
aceompany this foxrm. Afleast one photograph must accomparny this form fo validate each afiributemarkedigiesiions 3
though 7. The insurer may ask additional questions regarding the mitigated featre(s) verified on this form,

1. Building Code: ‘Was the struchure built in compliance with the Florida Building Code (FBC 2001 or Jater) CRiimaes located in
_the I'VHZ (Miami-Dade or Broward connties), South Floyida Bujlding Code (SFBRC-94)7

A. Built in compliance with the FBC: Year Built_[G B Z. For homes built in 2002/2008 provide a pemigpiicalion with
a date after 3/1/2002; Building Permit Application Date mvmoreyyyy_ [ [/ C.A. 5,

M B. Forthe HVHZ Only: Built in compliance with the SFBC:94: Vear Built . Forhomes builtin 1941955, and 1996
provide a permit application with a date after 9/1/1994: Building Permit Application Date eamorrvyn___[ |
D ¢ Unknown or does not meef the reguirements of Answer “A” or “B”

2. Roof Coveripg: Select all roof covexing types in use. Provide the permit application dafe OR. FBCMDC Produllpproval number
OR. Vear of Origina} Instaliation/Replacement OR indicate that no nformation was availzble to verify compliawfr eahronf

covering idenfified.

Hforaxanlisn
Prrmit Applieation FBCormdC FearorOrginal Installation or Tslded for
27 Yuol Coverlng Type: Date Product Appiavalll Replaczmint (tnpl¥ante

B 2. MashiFibesglass Shingle 17 ) 2020 =

3 2. Conerete/Ciniile .l 3

E3 2.0e08 t ¢ |

[ 4. uinup I I

3 s.¢cmbrane f I 3 |

3 s.0me: It 3

A. Al roof coverings lsted above meet the FBC with a FBC or Miami-Dade Product Approval Tisting cumt {¥engof
installation OR have a roofing permit application date on or after 3/1/02 OR the roof Ts oripinal and built i)t ox hitex.

B. All roof coverings have.a Miami-Dade Product Approval listing current at time of installation OR. (for MVEIZ only) 2
roofing permit application after 9/1/1994 and before 3/1/2002 OR the roof is original and built in 1957 orli,

C. One ar more roof coverings do not meet the requirements of Answer “A” or “B”.
D. No roof coveripgs meet the requirernents of Answer “A” or “B”,

oo o M

3. Roof Decl Atfachment: What is the wealest form of roof decl attachment? _

0 A.Plywood/Oriented strand board (OSE) roof sheathing attached fo the rooftrussfrafier (spaced a maximmi 24" inches o.c.)
by staples or 63 nafls spaced at 67 along the edpe and 127 in the field. -OR- Batten decking supporiing wi skaakes or wood
shingles. -OR-.Any system of serews, nails, adhesives, other deck fastening systém or trussfrafter spacing s anequivalent
nean uplifk less than that reguired for Options B or Cbelow.

0 B. Plywood/OSB roof sheathing with a minimum thickness of 7/16™inch attached to the rooftruss/rafler (wd = mocimom of
24 inches o.6.) by 8d comman nails spaced a maxirmm of 12” inches in the field.-OR.- Any system of soit, n=x7ls, adhesives,
other deck fastening system or-iruss/rafter spacing that is shown to have an equivalent or greater resjstancihy £ dnails spaced
a maximum of 12 inches in the field or has 2 mean uplift resistance of at least 103 psf.

% C. Plywood/OSE roof sheathing with a minimnm thickness of 7/16"inch attached to the roof trussfafter (ped = maximum of

) 247inches 0.¢.) by 8d common nails spaced a maximum of 67 inches In the fiéld. -OR~ Dimensional lumbifora gue & Groove
decking with a Toinimum of 2 nails per board (or 1 nail per board if each hoard is equal to or Jess than 6 iy Txx Width). -OR-

Any system of screws, nails, adhesives, other decl fastening system or frussfrafter spacing that is shownllves an eguivalent

Inspectors initials£> Property Address_{ 6 RRS WD ATER bewd Dr.

. #This verification form is valid for up to five (5) years provided no material changes have been made to thesheixxre,
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or greater resistance than 8d cormon nails spaced a maximim of 6 inches in the ﬁe]d or has a mean up]rﬂlmstance of at ]easl
182 psf.

D. Reinforced Concrete Roof Deck,
E. Other:

F. Unknown or unidentified.

G. No atlic aceess.

opoaoo

4. Roofto Wall Attachment: What is the WEAKRST roof'to wall connection? (Do not include attachment of higley jacks within
5 feet of the inside or outside corner of the roofin de determmahon of WEAKEST typs)

B A, ToeNails

O Trossfrafter anchored 10 top plate of wall vsing nails driven at an angle throngh the trussidr snd attached 1o
the tap plate of the wall, or

[} Metal connectors that do not megt the minimal conditions or requxrements ofB C,orD -

Mlmmal conditions to “gualife for catepdries B, C, or D. All visible metal- connestors are: . -
f&j .8ecnred to trussfrafier with a minimum of three (3) nails, and

’E, Attached o the wall top plate ofithe wall framing, or embedderd in the bond beam, with less lhﬂa Y&" pap from

the blockmg or trussfrafter and blocked no more tha.n 1.5” of the trossfrafter, and 'ﬁ:ee of visitsevere
corrosion.

1 B. Clips
O ivetal connectoss that do notwrap over the top of the tmssfrafter, or

[0 Metal comectors with a minimum of 1 strap that wraps over the top of the frussfrafier and dwnot meet the nail

position requirements of C or D, but is secnred with 2 minimum of 3 nails.
Ay C. Single Wraps
Mietal connectors consisting of a single strap that wraps over the top of the trussfrafier alls secured with a
minimum of 2 nails on the front side and a minimum of 1 nail on the opposing side.
0 D. Dovble Wraps

0 Metal Connectors consisting of 2 separate stvaps that ave attached o the wall fiame, or exblidin the bond
beam, on either side of the frnss/rafter where each strap wraps over the fop of the frassfiafterslis secpred with
a minirmm of 2nails on the front side, and a minimum of 1 nail on the opposing side,.or

0 Metal connectors consisting of a single strap that wraps over the top of the truss/rafier, is seomto thewall on
both sides, and is sechred to the iop plate with a minimum of three nails on each side.

E. Stroctural Anchor bolts structirally connected or reinforeed concrete roof.
EF. Other:

G. Unknown or unidentified

H. Mo attic access

ogooag

5. Roof Geometry: What is the reof shape? (Do not consider roofs of porches or carports that ave attached orly blfascia or wall of
the host structure over unenclosed gpace in the determination of roof perimeter or roof area for roof geomelry duffication).

O A. Hip Roof Hip roof with no other roof shapes greater than 10% of the total roof system perimeter.
Total length of non-hip features: feet; Total roof system perimeter: Teel
O B. FlatRocf Roof on a building with 5 or more units where at Jeast 90% of the main roof area has aufilope of
less than 2:12. Roof area with slope less than 2:12 s ft; Total roof area sqft
% C. OtherRoof  Any roofthat does not qualify as efiher (4) or (B) above. ;

6. Secondary Water Resistance (SWR): (standard underlayments or hot-mopped f&lts do not qualify as an SWR)

ﬁ A. SWR (also called Sealed Roof Deck) Self-adhering polymer modified-bitomen roofing underlayment agla directly tothe
sheathing or foam adhesive SWR barrier (not foamed-on nsnlation) applied as a supp]ementa] means bpect the
dwelling from water intrusion in the event of yoof covermg loss.

{1 B. NoSWR.
1 C. Unknown or undetermined.

Inspectbrs Initia]sld «‘g Property Address / yA 83 5’ Li.)ﬂ‘ll e [‘)c.«" NG'( bﬁ 3

*This verification form is valid for up to five (5) years provided no material changes have been made to theshetwy-e or
inaceuracies found on the form.
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'7. Opening Protection: What is the weakest form of wind borne debris protection installed on the structure? Firs, uethe table to
determine the weakest form of protection for each category of opening. Second, (2) check one answer below (A, B0 N, orX)

2,

based upon the lowest protection level for ALL Glazed openings and (b) check the protection level for ail Non-Gluel openings (.1,

or .3) as'applicable.

‘Opening Protection Level Chart
Place an "X in each row to identify all forms of protection in use for each
opening type. Check only one answer below (A thru X, based on the weakest Windows
form of protection {fowest row) for any of the Glazed operiings and indicate - or Entry
the weakest form of protection {lowest row} for Non-Glazed openings. Doors

llon-Glazed ~

Glazed Openings ‘. openings

Garage
Doors

Glass { ] el Garage

Skylights Block || | Doors

N/A | Notapplicable-there are no epenings of this type on the strrcture )( P — )

Vesified cyclic pressure & large missile {9-1b for windows doorsf4.5 1b for skylights)

Verified cyclic pressure & large missile (4-8 Ib for windows doors/2 Ib for skylights)

Verified plywood/O5B meeting Tabla 1608,1.2 of the FBC2007

olinfels

Verified qu}-Glazed Entry or.Garage doors indivating compliance with ASTM E £ DY
330; ANSI/DASMA 108, or PASTAS 202 for wind pressure resistance £

Opening Protection products that appearto be A or B but are not verified

™
Other protective coverings that cannot betdentifiedasA; B, or C . .
%X *+| NoWindborne Debris Frotection B .)q
[0 A.Exterior Ovenings Cyclic Pressure and 9-1b Larse Missile (4

51b for skylights only) All Glazed openigare protected at
a minimum, with impact resistant coverings or products listed as wind bome debris protection devices in the pulict approval .
system of the State of Florida or Miami-Dade County and meet the reguirements of one of the following for “Gplic Pressure
and Large Missile Tmpact” (Level A in the table above).

+  Miami-Dade County PA 201,202, and 203
s  TFlorida Building Code Testing Application Standard (TAS) 201,202, and 203
s  Americen Society for Testing and Materials (ASTM) E 1886 and ASTM E 1996
»  Sowthern Standards Technical Document (S5TD) 12
»  For Skylights Only: ASTHM E 1886 and ASTM E 1996
*  For Garage Doors Only; ANSVDASMA 115
O A.1 All Non-Glazed openings classified as A in the 1able above, orno Non-Glazed openings exist )

[J A.2 One or More Mon-Glazed openings classified as Level D in the tzble ébove, and no Non-Glazed openings classifiedslevel B, C, N, or
X in the table above )

[1A.3 One or More Non-Glazed Openings is classified as Level B, ¢, N, ar X in the table above

B. Exterior Opening Protection- Cyclic Pressure and 4 fo 8-1b Large Missile (2-4.5 1b for skylighismlyd All Glazed
openings are protected, at a minimum, with impact resistant coverings or products listed as windborme debrispotection devices
in the product approval system of the State of Florida or Miami-Dade County and meet the requirements of aiof the following
for “Cyclic Pressure and Large Missile Impact” (Level B in the table above):

e ASTME 1886 2nd ASTM E 1996 (Large Missile—4.5 Ib.)
e SSTD 12 (Larpe Missile—4 Ib. to 81b)
e  TFor Skylights Only: ASTM E 1886 and ASTM E 1996 (Large Missile-210 4.51b.)
[0 B.1 All Non-Glazed openings classified as A or B in the table above, orne Non-Glazed openings exist

0 B.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classifiedslevel ¢, N, or X
ins the table above

[ B.3 One or More Non-Glazed openings is classified as Level C, N, or X in thetable above

00 C. Exterior Opening Protection- Wood Structural Panels meeting FBC 2007 All Glazed openingsze covered with
plywood/OSB meeting the requirements of Table 1609.1.2 of the FBC 2007 (Level C in the table above).

0 C.1 All Non-Glazed openings classified as A, B, or C in the table above, orne Non-Glazed openings exist

(J C.2 One, or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classifiefsLevelN or Xin
the table above .

0 C.3 One or More Non—G!azed.opcnings is classified as Level N or X in the table above

Inspectors Iniﬁals/{) g Z[_’ropertyv_ﬂxddressl é%g S lﬁjﬁ ten. béwj b,ﬁ 2

*This verification form is valid for up to five (5) years provided no material changes have been made to the sibureor
inaccuracies found on the form. ~
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{0 | N. Exterior Opening Protection (unverified shutter svstems with no documentation) All Glazed openings are protected with
protective coverings not meeting the requirements of Answer “A”, “B”, or C"” or systems that appear 10 meet Answer “A” or “B”
with no documentation of compliance (Level N in the table above)

N.1 A}l Non-Glazed openings classified as Level A, B, C, or N in the table above, or no Non-Glazed openings exist

N.2 One or More Non-Glazed openings classified as Level D in the table above, and no Non-Glazed openings classified as Level X in the
1able above

[

G

N.3 One or More Non-Glazed openings is classified as Level X in the table above

& X. None or Some Glazed Openingd One or more Glazeopenings classified and Level X in the table above.

MITIGATION INSPECTIONS MUST BE CERITIFIED BY 4 QUALIFIED INSPECTOR. ) . j
. Section 627.711(2), Florida Statutes, provides a listing of individuals who may sign this form.
Qualified Inspecior Name: License Type: License or Certificaie 3
JAMES A. MCDOUGALL : GC cGcoa1423
Inspection Company: Phone: i
JAMES A. MCDOUGALL (561) 346-5765

Qualified Inspector —1 hold an active Jicense as a: (check one)

0 Home inspector licensed under Section 468.8314, Florida Statutes who has completed the statutory number of hours of huricane rml.tgahon
* training approved by the Construction Industry Llccnsmg Board and completion of a proficiency exam. -

Building code inspector cerlified under Section 468.607, Florida Statutes.

General, building or residential contractor licensed under Section'489.111, Florida Statutes.
Professional engineer licensed under Section 471.015, Florida Statutes.

Professional architect licensed under Section 481.213, Florida Statutes.

coolo

Any other individual or entity recognized by the insurer as possessing the necessary qualiﬁéalions to properly complete awiform mitigation
verification form pursuant to Section 6§27.711(2), Florida Statutes.

Individuzals other than licensed contractors licensed under-Section 489.111, Florida Statutes, or professional engineer licensed
under Section 471.015, Florida Statues, must inspect the structures personally and not through employees orother persons.

Licensees under s.471.015 or s:489.111 may authorize a direct employee who possesses the requisite skill, knowiedge, and
experience to conduct 2 mitigation verification inspection. '

AMES A MCDOT T,I, .. 2 qualified inspector and I personally performed the inspection or (licensed
(print name) : )
contractors and professional engineers only) 1 had my employee (DAVE BRADY ) perform the inspection

{print name of inspector)
and I agree to be responsible for his/ber work. ; )
Qualified Inspector Slgnamre- MA-« 7 Date: fl = G- 20
An mdividual or entntv who knowmglv or thrcmgh PTOSS neghgence prowdes a false or fraudulent mlhgatwnveni‘ cation form is
subject to investigation by the Florida Division of Insurance Fraud and may be subject to administrative action by the

appropriate licensing apency or to criminal prosecution. (Section §27.711(4)-(7), Florida Statutes) The Onalified Inspector who

certifies this form shall be directly liable iur the misconduct of emplovees as if the authorized mitigation inspector personally
performed the inspection.

/ ]
Homeowner to compl“f;t; 1 cengify that th /s
residence identified of this form and that proo

Signature: / )/ :

fled Qualified Inspector or his or her employee did perform an inspection of the
Pidentification was provided to me or.my Authorized Representative.

{7 Date: 1] / lﬂ/ ';?-@72.0'

=

An individualktwbho knowingly provides or utters a false or fraudulent mitigation verification form with the intent to

obtain or receive 2 discount on an insurance premium to which the individual or entity is not entitled commits a misdemeanor
Lof the first degree. {Section 627.711(7), Florida Statutes)

The definitions on this form are for inspection purposes only and cannot be used to certify any product or construction feature
as offering protection from hurricanes.

Inspectors Initja!szgg Property Address ié?g f’;f Uﬂ 7[67’& bLﬁ\)G/ DK

*This verification form is valid for up to five (5) years provided no material changes have been made to the structure or
inaccuracies found on the form.
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